
Engineering mechanics – strength of materials
Buckling and stability2

Accessories for WP 120

WP 120 contains the following test bars:

Pinned end/pinned end
Cross-section: 20x4 mm
Bar length in mm: 350, 500, 600, 650, 700
Material: St

Pinned end/pinned end
Cross-section: 25x6 mm
Bar length: 600mm
Material: Al, CuZn, Cu

Pinned end/pinned end
Cross-section: 25x10mm, bar length: 600mm
Material: GRP

Pinned end/fi xed end
Cross-section: 20x4mm, bar length: 650mm
Material: St

Fixed end/fi xed end
Cross-section: 20x4mm, bar length: 650mm
Material: St

WP 120.01 supplementary set contains the following test bars:

Pinned end/pinned end
Cross-section: 25x6mm
Bar length: 500mm
Eccentricity: 0mm, 1mm, 3mm
Material: Al0mm 1mm 3mm

Pinned end/pinned end
Cross-section: 40x6mm, bar length: 500mm
Material: Al

Pinned end/pinned end
Cross-section: 20x10x2mm, bar length: 700mm
Material: Al

Pinned end/pinned end
Cross-section: 25x10mm, bar length: 700mm
Material: GRP

Pinned end/pinned end
Cross-section: D = 15x2mm, bar length: 700mm
Material: Al

Pinned end/pinned end
Cross-section: D = 14mm, bar length: 700mm
Material: Al

Pinned end/pinned end
Cross-section: D = 16x2mm, D = 20x1,5mm
Bar length: 700mm
Material: PVC
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